
DISC CHECK VALVE – PN 40

Disc check valve with metal seal. Wafer type.

Possible mounting between ANSI Cl. 150 flanges. See table for details

NR PART NAME (DN 15 – 100) MATERIAL

1 Body Stainless Steel 1.4408

2 Disc Stainless Steel 1.4408

3 Cap Stainless Steel 1.4408

4 Spring AISI 316

5 Screw AISI 316

6 Insert Stainless Steel 1.4408

NR PART NAME (DN 125 – 200) MATERIAL

1 Body Stainless Steel 1.4408

2 Disc Stainless Steel 1.4408

3 Seat Stainless Steel 1.4408

DN ART. NR. ØA mm ØB mm C mm D mm WEIGHT kg CL. 150 FLANGES

15 041041 53 15 16 45 0,1 OK

20 041042 63 20 19 55 0,16 OK

25 041043 73 25 22 65 0,28 OK

32 041044 84 32 28 78 0,52 –

40 041045 94 38 31,5 89 0,7 NO

50 041046 107 50 40 98 1,1 OK

65 041047 126 62 46 118 1,58 OK

89 041048 144 77 50 134 1,76 OK

100 041049 162 96 60 154 3,3 OK

125 041050 190 105 90 – 10 –

150 041051 218 130 106 – 13 OK

200 041052 273 170 140 24 OK

DN 15 to DN 50 DN 65 to DN 100

DN 125 & DN 150DN 125 & DN 150

Information and technical data are given as guidance only
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