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VALVES & PIPING MATERIAL

SELFCLOSINGVALVE ANGLE - PN 16

Weight loaded d

rain valve

PART MATERIAL
Body Cast Iron GG 25
Seat AISI 304 (1.4301)
Disc (< 65) | AISI 304 (1.4301) o
Disc (= 80) Seigjern/DI GGG 40.3
Stem AISI 304 (1.4301)

CLOSE OPEN
DN  ART. NR. FLANGE gdDmm Limm Hmm @Cmm  WEIGHT kg N U0 12008
15 120328 PN 16 95 90 140 265 50 16 BAR
20 120329 PN 16 105 95 140 265 55 16 BAR
25 120330 PN 16 115 100 145 265 7,0 16 BAR
32 120331 PN 16 140 105 150 265 8,0 16 BAR
40 120332 PN 16 150 115 190 265 12,0 16 BAR
50 120333 PN 16 165 125 195 265 14,0 16 BAR
65 120334 PN 16 185 145 195 265 20,0 16 BAR
80 120335 PN 16 200 155 235 400 25,0 16 BAR
100 120336 PN 16 220 175 270 400 38,0 16 BAR
125 | 5576554 PN 16 250 400 338 200 54,0 16 BAR

Can be delivered with 2.2 certificate.

Information and technical data are given as guidance only
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