G ROBINET

VALVES & PIPING MATERIAL

Y-FORM STRAINER - PN 40

Filter for use up to 40 bar.
Delivered with BSP threads.

Mesh size:
1/2"-11/4":0,8
11/2"-2":2
NR. PART NAME MATERIAL
1 Body 1.4408/CF8M PRESSURE/TEMPERATURE RATING
2 |Bonnet 1.4408/CF8M 0
3 Screen AISI 304 T 80
4  |Plug AISI 304 3 70
5 |Seal PTFE i 60
5 50
6 Seal PTFE o 2 10 a7~ 2"
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o @ a 20 \\
\ J 10 P
P 0
-20° 38 100 150 200 250 (°C)
=40 100.4 212 302 392 482 (°F)
TEMPERATURE
DIM DN ART. NR. L mm Hmm @D mm WEIGHT kg
1/4" 8 060203 64,5 43 27,5 0,26
3/8" 12 060204 64,5 43 27,5 0,25
1/2" 15 060205 64,5 43 27,5 0,32
3/4" 20 060206 75 49 32,8 0,32
1" 25 060207 91 56 42 0,59
11/4" 32 060208 100 61,5 50 0,95
11/2" 40 060209 120 67,5 55,5 1,25
2" 50 060210 151 76 70,5 2,04

Information and technical data are given as guidance only
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